
Ready for When Nature Calls

From crowded charter boats to racing yachts and everything in between, 

the award-winning Jabsco Quiet Flush E2 marine toilet has been designed 

to solve some of the biggest marine waste challenges facing boat owners 

and manufacturers. With its simplified installation, ease of serviceability and 

sleek touch sensor control, the Quiet Flush E2 brings a whole new level 

of convenience and comfort onto the water.

The Quiet Flush E2 gives even the occasional boater the confidence to install this toilet. For maximum 

flexibility in tight spaces, the base can be rotated allowing you to install the pump with the discharge to the left, 

right or rear.

Designed for recreational craft but built to withstand the abuse of commercial use, the quick-release 

system provides easy access to the macerator pump and discharge hose with no tools needed.

Marine toilets bring the comfort of home with you, but there are additional considerations on a boat, which is why 

the Quiet Flush E2 puts you in complete control. With its sleek touch sensor panel, 

you can choose three settings — including a water-saving, eco flush cycle.
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INSTALLATION
• Base can be rotated to left, right or rear of bowl to suit multiple 

installation options

• Discharge pump can be rotated 180° to suit base orientation and 
ensure pipework is routed to rear of toilet

• Straight or 90° discharge port for easy install

QUICK RELEASE FOR EASY SERVICING
• Quick release system allows for fast and easy removal of discharge 

pump and hose when servicing is necessary

• C-Clip design releases pump assembly from toilet base without the 
need for tools, resulting in fast service time

MULTI-FUNCTION TOUCH PANEL
• Stylish low-profile design

• Touch-sensitive operation 

• Eco flush, full flush, or empty functions

• Only 1-litre (1-quart) per flush using eco mode

• Designed for wet room installations

• No spill ‘empty’ feature to leave bowl dry when boat is in motion

MODEL  
NUMBER

BOWL  
SIZE SEAT & LID SLOW 

CLOSE LID

RINSE TYPE FLUSH 
CONTROL 

SWITCH

VOLTAGE  
DC

RECOMMENDED 
FUSE SIZE (AMP)WATER DEVICE

38045-3092 Compact Wood No On-Board 
Fresh Water Solenoid Valve Touch Panel 12 25

38045-3094 Compact Wood No On-Board 
Fresh Water Solenoid Valve Touch Panel 24 15

38245-3092 Compact Wood No Sea/River/
Lake Water Rinse Pump Touch Panel 12 25

38245-3094 Compact Wood No Sea/River/
Lake Water Rinse Pump Touch Panel 24 15

38045-4192 Regular Composite Yes On-Board 
Fresh Water  Solenoid Valve Touch Panel 12 25

38045-4194 Regular Composite Yes On-Board 
Fresh Water Solenoid Valve Touch Panel 24 15

38245-4192 Regular Composite Yes Sea/River/
Lake Water Rinse Pump Touch Panel 12 25

38245-4194 Regular Composite Yes Sea/River/
Lake Water Rinse Pump Touch Panel 24 15

BOWL TYPE HEIGHT INCHES 
(mm)

WIDTH INCHES 
(mm)

DEPTH INCHES 
(mm)

WEIGHT LBS  
(kg)

Compact Model 14.0 (355) 13.9 (352) 16.3 (415) 34.2 (15.5)

Regular Model 14.4 (365) 14.8 (375) 18.9 (480) 38.6 (17.5)

PRODUCT DIMENSIONS


